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Technical requirements:
HARER: .
1. Copper tube must comply with ASTM B280 or AS 1432-1966 99.90% min Cu Section A-A
3 and min P of 0.015% and 0.040% max;
HFERFRTArASTM B280 FRAS 1432-1966 7M1, B/ & 478 99.90% , B/ MNBt & 80.015%,
BABER0.04%;
2. Maximum of 1% ovality acceptable for the connection pockets;
AR A B <1%;
3. Parts need to be branded according to logo requirement;
BB IRERITHRT Description Copper Coupling 1" ID x 7/8" ID
— 4. No sharp edges or shoulders. All changes in shape must be with a smooth and 7= u”rx.%ﬁ! B 11D x 7/8"ID —
suitable radius for maximum strength; Drawing No. MO040201158 REV A
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5. Minimum Wall thickness is the minimum wall thickenss anywhere within the fitting after forming; Material Mazter No. 040201158 Drawmf Size Ad
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6.Material certificates must be supplied each batch; HE TP2 eetﬁﬁ;m er 1/1
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) Lmea_r VLN 2Rk 'Angul?r B VRN 1.6 AEEE 39.49g or Julian Parker 2023/8/2
Dimensions Dimensions Ra Scale Checked_by
KERT 11.0 10.2 +0.05 AERT 12° +0.5° WAl 2:1 W Leo Wu 2023/8/2
Tolerance Unless Stated Otherwise Unit Drawn_by
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