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Technical requirements:
BORER
1. Working pressure: 130 Bar, bursting pressure: 390 Bar;
TAEES: 130Bar, #EAiE 7). 390Bar;
2. Raw material copper pipe wall thickness is 0.85+0.08;
JEURE 4 BE )5 0/90.85£0.08 Description K65 1/2” Copper Elbow — 90 deg (Female)
3. Maximum of 1% ovality acceptable for the connection pockets; 7= B AR K65 EAHATL 1/2"
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suitable radius for maximum strength; HE €19400 & 1/1
WA RILANBH], BT AR SR (R 7 06 5~ K 9 EL3E A T B K Attribute " " Third Angle Projection
Py 1/2"IDx1/2"ID Pl @—E
. 0 Decimal Place|l Decimal Place]2 Decimal Place| 0 Decimal Placell Decimal Place Estimated Weight| Approved_by .
DinI;mea_r VRN 2Rk n-AnSUI-ar B VRN s 1.6 AEEE N/A i Julian Parker | 2023/9/13
cnsions uimensions) Ch k d b
B R £1.0 £0.2 $0.05 | mERY 12° £0.5° Y v 21 e | teowu | 20239713 [—] E N R Y
Tolerance %‘E??Z‘g Otherwise %tén:ttﬁ mm Dr;wg-by Qiuleixin | 2023/9/13 ®
A B | c | °






