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Technical requirements:
BORER:
1. Copper tube must comply with ASTM B280 or AS 1432-1966 99.90% min Cu
and min Ph of 0.015% and 0.040% max;
W LATFEASTM B280 BiAS 1432-19664r#E, /)N & 8 599.90%, H/NPh 0.015%, % KPh0.04%;
2. Maximum of 1% ovality acceptable for the connection pockets;

R P ARG <1 %; Description Copper Elbow-45° Elbow 2 5/8" ID x 2 5/8" ID
3. Parts need to be branded according to logo requirement; =R AR 45° &3k 2 5/8" ID X 2 5/8" ID
T TR RAT IR AR Drawing No. M040201366 REV A
4. No sharp edges or shoulders. All changes in shape must be with a smooth and ?ﬁﬁ‘f )&k _
suitable radius for maximum strength; Mate:l;;;qh;a;er No. 040201366 Dravgr;; Size A4
B AR, B TRAR SRR M7 05 UL T 103 LI A T RO Miaterial Shost Number
5. Minimum Wall thickness is the minimum wall thickenss anywhere within the fitting after forming; MR TP2 R 11
I/ NEEE TR A ST A E R Dimensions inside an oval are critical dimensions Attribute 25/8" IDx25/8" ID Third Angle Projection @'6
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