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Copper Tee (CU) - 1-1/4'' ID x 1-1/4'' ID x 1-1/4''ID(410A)
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Dimensions inside an oval are critical dimensions

198.71g

三通 1-1/4'' ID x 1-1/4'' ID x 1-1/4''ID(410A)

HGI Part No.

Linear
Dimensions

1 Decimal Place0 Decimal Place Estimated Weight

Scale

Unit
mm

Tolerance Unless Stated Otherwise

Description

Drawing No.

Material Master No.

Material

Attribute

Approved_by

Checked_by

Drawn_by

REV

Drawing Size

Sheet Number

Third Angle Projection

A4

1/1

±1.0 ±0.2 ±0.05 ±2° ±0.5°

1

2

3

4

1

2

3

4

A B C D

A B

属性

Angular

A

REV.
版本

ECN

工程变更通知
Description
变更描述

Name
变更人

Date

变更日期

Technical requirements:

技技技技：

1. Copper tube must comply with ASTM B280 or AS 1432-1966 99.90% min Cu

    and min Ph of 0.015% and 0.040% max;

    铜铜铜铜铜铜ASTM B280 或AS 1432-1966标标,最最最铜最99.90％％最最Ph 0.015％％最最Ph0.04％;

2. Maximum of 1% ovality acceptable for the connection pockets;

    承承承承承承承≤1%;

3. Parts need to be branded according to logo requirement;

    零零零零技技零零零标；

4. No sharp edges or shoulders. All changes in shape must be with a smooth and

    suitable radius for maximum strength;

    没没没没没没没％所没所所所所所所所铜铜所所所所所所所所所最最所承;

5. Minimum Wall thickness is the minimum wall thickenss anywhere within the fitting after forming;

    最最最最所最最最最最最最最所最最。

Stamp Logo"HENRY R410",Font:AGaramond LT Bold

冲零 Logo "HENRY R410",字字:AGaramond LT Bold
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