A | B C | D

REV. ECN Description Name Date
HGI Part No. 22/01/2024 | HENRY MA | TEEFE A FEHR XEA | REHM
el
10492-101008-TH APPROVED DOCUMENT
+0.15
A @12.75 0.00
- Stamping "TH 130"

Font:AGaramond LT Bold
WOCTT bR TH 1307
F4k:AGaramond LT Bold

\
20.5+1.5

|
| n o
! =S
oo
F
J— JE— [ — J— JE— 8 — — — —
4
S .
| Stamping "HENRY 101008"
Font:AGaramond LT Bold
BOFTHR"HENRY 101008"
“F:AGaramond LT Bold
- 10541 10.5 +1 28
A (=X}
B
40.5+1.5 &
a
St
Technical requirements: A-A
HORER:
1. Working pressure: 130 Bar, bursting pressure: 390 Bar;
TAEES: 130Bar, #E#iE7): 390Bar;
2. Raw material copper pipe wall thickness is 1.28+0.08;
JR A R BE JE 0 1.2820.08; _
. o ) . . Description K65 5/8"ID x 5/8"ID x 1/2"ID Copper Reducing Tee
3. Maximum of 1% ovality acceptable for the connection pockets; = ; ; .
F=E Ak K65 48 =% 5/8" ID x 5/8" ID x 1/2" ID
TR LA 5 <1 %; Drawing No. REV
4. Parts need to be branded according to logo requirement; EmE M040201900 Bk A
T T RITED R bR 5 Material Master No. 040201900 Drawing Size Aa
5. The surface of the product has no obvious pits,deformation,burrs,oil. All changes in shape must be ‘Wﬁréﬁ.‘?f g
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