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GENERAL TOLERANCES

NO DECIMAL PLACES =+1.5
ONE DECIMAL PLACE =+1.0
TWO DECIMAL PLACES =+0.5

ALL DIMENSIONS IN mm

ANGULAR =+2°

ALL UNSPECIFIED
ANGLES SHALL BE 45°

VALVE PARAMETERS

Model: 5244P
Inlet Size: 7/8"

Set Pressure Range: 10.3 to 31.0 barg
Temperature Range: -40°C to + 107°C
Max Overpressure: 10%

Certification: CE

1" NPTF UKCA
(Female) ASME/UV
| NB
| <_<38-1 NF) VALVE CAPACITY INFORMATION
HEX Flow Area = 126.68 mm2
Kdr = G-0.70
b HENRY v Certified Slope = 2.53
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CONNECTION SIZE MATERIAL
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DESCRIPTION OF EQUIPMENT

PRV - Standard Range

PART NUMBER 5244P

CURRENT ACTIVE REVISION C

SCALE 2:3

DRAWN J. Gronkowski

HENRY

®
DATE HILLINGTON, GLASGOW, UK

DRAWING No.

REVISION

CUSTOMER DRAWING 5244P-Cust (04




	Sheet1
	Drawing View1
	Drawing View4
	Drawing View5
	Drawing View6


