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油过滤器

Nancy Huang

Oil Filter

Julian Parker

线性尺寸(mm)

Angular

5/8"ODS (1" R/L)

Technical Requirements:

技技技技
Allowable operating temperature -10°C to +100°C;1.

工工工工-10°C到+100°C；
Powder coating: Gray;2.

喷喷喷喷：灰喷 ;

Rotalock Valve, Rotalock Straight Connector and Gasket 3.

are packed in bag with unit in carton.

旋旋旋、旋旋旋旋旋旋旋旋旋旋旋旋旋旋旋旋旋旋旋

放放放放放。

□ PED 2014/68/EU                                                                      □ AS2971.2                                                                    □ UL207

           □ CAT I          □ CAT II                                                                                     
Volume

Ltrs
Shell ID

mm
Design Pressure

MPa
Leak Test Pressure

MPa
Proof Test Pressure

MPa
Min Burst Test Pressure

MPa

0.8 Ø97 2.6 2.6 2.6 13.0
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Stamp manufactory code and date code

冲冲工冲冲冲旋冲冲冲冲

Stamp "IN"
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FLOW Inlet

Rotalock Valve

5/8" ID connection

1" Rotalock connection

Outlet

Rotalock Straight Connector

5/8" ID connection

1" Rotalock connection
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