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螺旋油分 1 3/8" ODS 
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Technical Requirements:

技技技技

Pre-charge Volume 1350 mL/ 45.5 fl.oz.;1.

预预预预预：1350 mL/ 45.5 fl.oz.;

Allowable operating temperature -10°C to +130°C;2.

工工工工-10°C到+130°C；

Powder coating: Henry Blue RAL 5013.3.

喷喷喷喷：亨亨亨RAL 5013 。

REV.
版本

ECN

工程变更通知
Description
变更描述

Name
变更人

Date

变更日期

B ECN-HT18023 Add pre-charge volume. Nancy Huang 2018/5/30

C ECN-HT21047
Pre-charge Volume 1350 mL/ 45.5 fl.oz. 

was1450ml / 51 UK fl.oz.
Angel Zhang 2022/5/20
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□ PED 2014/68/EU                                                                      □ AS2971.2                                                                    □ UL207

           □ CAT I          □ CAT II                                                                                     
Volume

Ltrs
Shell ID

mm
Design Pressure

MPa
Leak Test Pressure

MPa
Proof Test Pressure

MPa
Min Burst Test Pressure

MPa

5.7 Ø145.4 3.1 3.1 4.43 15.5

√

√
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ISO 1:4

Stamp manufactory code and date code
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1 3/8" ODS

Outlet

Oil Return
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3/8" SAE Flare
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