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产品名称

图纸编号

物料编号

材质

属性

批准
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绘图

版次

图幅

页码

第三视角

预估重量

比例

绘图单位

1位小数整数

角度尺寸

2位小数1位小数整数

线性尺寸(mm)

未注尺寸公差

3/8" SAE

Vertical Receiver  6"OD x 12"LG

N/A
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Refer Table

立式储液器 6"OD x 12"LG

Julian Parker

Leo Wu

Angel Zhang 2022/10/21

050505298

2023/9/6

Angular

C

REV.
版本

ECN

工程变更通知
Description
变更描述

Name
变更人

Date

变更日期

B ECN-HT22019  Delete PED 2014/68/EU    Angel Zhang 2022/10/19

C ECN-HT23027 End cap stamping position updated Qiu Leixin 2023/9/6

B

C

□ PED 2014/68/EU                                                                      □ AS2971.2                                                                    □ UL207

□ CAT I          □ CAT II          □ CAT Ⅲ                                                                                      
Volume

Ltrs
Shell ID

mm
Design Pressure

MPa
Leak Test Pressure

MPa
Proof Test Pressure

MPa
Min Burst Test Pressure

MPa

4.6 Ø145.4 3.1 3.1 3.1 15.5

Technical Requirements: 

 技技技技:

 1.Design temperature: -18   121   ℃ ℃

℃ ℃    设设设设: -18  121    

2.Powder coating colour : Blue RAL5013      

   喷喷喷喷:蓝喷RAL5013 

3.Rotalock valve and gasket will be packed with product independently in bag .

   阀阀阀阀阀阀阀阀阀阀阀阀阀。
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制制制制(HESXXXX)

3/8" SAE Flare
Outlet

430F Fusible paste applied
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Mark 430°F/ 220°C 
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3/4"-16 UNF
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Stamping manufactory code and
 date code(HESXXXX)




