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M050505480

N/A

Filter Drier 1/4" MSAE x 5/8" ID

线性尺寸(mm)

干干干干干 1/4" MSAE x 5/8"ID

N/A
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工程变更通知
Description
变更描述

Name
变更人

Date

变更日期□ PED 2014/68/EU                                                                      □ AS2971.2                                                                    □ UL207

□ CAT I          □ CAT II          □ CAT Ⅲ                                                                                      
Volume

Ltrs
Shell ID

mm
Design Pressure

MPa
Leak Test Pressure

MPa
Proof Test Pressure

MPa
Min Burst Test Pressure

MPa

0.5 N/A 2.5 2.5 2.5 12.5

√ √ √

IN

5/8'' ID

3.Powder coating: Henry Blue, RAL 5013.

喷喷喷喷：亨亨亨喷,RAL 5013。

气气气气气气气气气干干干气，且气且且且且050606001包气包包包包；

Schrader Valve Core 

Copper Tube

and must be packed within Ziplock Bag 050606001 in carton;

Copper Tube

1/4'' MSAE 1/4'' MSAE

Technical Requirements:

技技气技
Allowable operating temperature -40°C to +100°C;1.

工工工工-40°C到+100°C；
2.The Schrader Valve Core shouldn't be installed on the Filter Drier Assembly,

5/8'' ID

Schrader Valve Core 
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