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REV. ECN Description Name Date
HGI Part No. 21/12/2001 [ HENRY PED 2014/68/EU AS2971.2 U207 | gk | TREFRE B XEA | BEAM
TP 7t [ cati O] catn O catin
SDCP-406S-customer| | APPROVED DOCUMENT Volume Shell ID Design Pressure Leak Test Pressure Proof Test Pressure Min Burst Test Pressure
Ltrs mm MPa MPa MPa MPa
0.5 N/A 25 2.5 2.5 12.5
IN
Schrader Valve Core Schrader Valve Core
1/4" MSAE
/ 1/4" MSAE
3/4" 1D
Copper Tube
3/4" 1D
Copper Tube
> _ _ L -
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T
|
| ( 2X15 Depression )
1k 55
Stamp "IN"
mlEljlllNll
82 2
136.4 +2
Technical Requirements:
1. Allowable operating temperature -40°C to +100°C;
TR E-40°CE]+100°C;
2.The Schrader Valve Core shouldn't be installed on the Filter Drier Assembly,
and must be packed within Ziplock Bag 050606001 in carton.
RIIEAFEREFTIER E, HEHAH45050606001 0 EH R | |
3.Powder coating: Henry Blue, RAL 5013;.
BRI, TR E,RAL 5013,
Description Filter Drier 1/4" MSAE x 3/4" ID
F&AK FRRITIERS 1/4" MSAE x 3/4"ID
Drawing No. REV
WS MO050505481 Bk - A
Material Master No. Drawing Size
Py 050505481 A3
Material Sheet Number
HR N/A %8 1
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