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REV. ECN Description Name Date
HGI Part No. 29/04/2022 [l HENRY [v] pep 2014/68/EU AS2971.2 uL207 A | TREERA A EEA ZEH#
JTP Al
APPROVED DOCUMENT [ cati O catu O carim
SDM-3012M- Volume Shell ID Design Pressure Leak Test Pressure Proof Test Pressure Min Burst Test Pressure
Ltrs mm MPa MPa MPa MPa
0.9 N/A 4.5 4.5 4.5 22,5
12mm ID Stamp "IN"
Copper Tube BHETINT
]
\ 12mm ID v
Copper Tube
R 4 1 - , - L 1
pS)
(2x13)
185 +2
23743
Technical Requirements:
1. Allowable operating temperature -40°C to +100°C;
TR E-40°CE]+100°C;
2. Powder coating: Henry Blue, RAL 5013;.
MR, FH B A,RAL 5013,
Description Liquid Line Filter Drier 12mm ID
bl 2L FrESL eS8 12mm ID
A M050505558 ';& A
Materi;yg;ger No. 050505558 Draw!ir;g Size A3
M%e);lal N/A Sheetjé\lgmber 11
Attribute Third Angle Projection
Rit 12mm ID =0 =
Linear 0 Decimal Place [1 Decimal Place |2 Decimal Place Angular 0 Decimal Place|1 Decimal Place Estimated Weight IApproved_by| | .
Dimensions E¥ L 2EAE | Dimes ¥ L Ra@/ RbLE N/A /2d_BY Julian parker | 2022/a/15
S R+ (on) £1.0 £0.2 +0.05 HERT 120 £0.5° T 12 Checked b Leowu | 202274715 H EN R Y
Tolerance Un!pss f}t/f}t;d Otherwise ﬁlgﬁ;ﬁ mm Drag%_by Angel Zhang 2022/4/15 ®

A B C D






