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REV. ECN Description Name Date
M ep 2014/68/EU O as2971.2 III uL207 5 3 . 3
HG! Part No. 01/06/2022 [l HENRY /68 Bk | TR AR REA ZEEH
TP Al O cati WM catu B ECN-HT20027 Add UL207 Zhou Lei 2020.05.07
SH-5187-customer APPROVED DOCUMENT Volume Shell ID Design Pressure Leak Test Pressure Proof Test Pressure Min Burst Test Pressure ¢ | EcN-HT21047 Pre-charge Volume 480 ml/ 16 fl.oz. Angelzhang | 2022.5.20
Ltrs mm MPa MPa MPa MPa
2.8 @92 4.8 4.8 6.86 24
N Stamp manufactory code and date code 1
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g Technical Requirements:
o BARER
l ! J 1. Pre-charge Volume 480 ml/ 16 fl.oz.;
T FFe A 480 ml/ 16 fl.oz; {f§
\ 2. Allowable operating temperature -10°C to +130°C;
ol M10 (Bolt & Nut) TAEEE-10°CE+130°C; |
N 3. Powder coating: Henry Blue RAL 5013.
WEREE: ¥R HERAL 5013,
Description Helical Oil Separator 7/8" ODS
EEAK 4R 3 £-7/8" 0DS
Drawing No. REV c
W MO050505166 Bk ;
Material Master No. Drawing Size
P 050505166 8 A3 .
Material Sheet Number
R N/A A 11
Attribute " Third Angle Projection
At 7/8" 0Ds PEEY =]
Linear 0 Decimal Place [1 Decimal Place |2 Decimal Place Angular 0 Decimal Place|1 Decimal Place Estimated Weight |lApproved_by |
Dimensions % LA e Dimension 5% LA Ra@/ HGER N/A o | lulfanParker | 2022/5/20
SR (am) +1.0 +0.2 +0.05 #ER+ 2 +0.5° e 13 Checked B[ Leowu | 2022/5/20 EN R Y
Tolerance Un!pss f}t/f}t;d Otherwise ﬁ%r{]gﬁ mm Drag%_by Nancy Huang | 2019/9/26 ®
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