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NAMEPLATE

O/LET, 1/2"NPT
CONNECTION

I/LET, 1/2"NPT
CONNECTION

OIL RETURN, 3/8"NPT
CONNECTION

 1/2"NPT LEVEL 
CONTROL

CONNECTION

 467 

 222 

 29 

 26 

 168.3 

 114 

 1/2" NPT DRAIN
CONNECTION & PLUG
(FOR M/F PURPOSES)

 45 

 45° 

 138.2±2 (TYP.)  120° (TYP.) 

3 EQUI-SPACED SLOTS, 14mm
WIDE x 22mm LG. ON

(232.3mm) P.C.D.

NOTES:
1. PER CAT III VESSEL
2. DESIGN PRESSURE; 130 BARG (1885 PSIG)
3. TEST PRESSURE; 185.9 BARG (2696 PSIG)
4. TEMPERATURE RANGE; 0°C TO + 150°C
5. WORKING MEDIUM; CO2
6. PAINT FINISH; BLUE

DRAWING No.
SCALE

APPROVED
CHECKED
DATE
DRAWN

HILLINGTON, GLASGOW, UK.

DESCRIPTION

ALL DIMENSIONS IN mm
TOLERANCES: NO DECIMAL PLACES =

ONE DECIMAL PLACE =

TWO DECIMAL PLACES =

ANGULAR =

+0.5
 -0.5

+2
 -2

+2.0
 -2.0
+1.0
 -1.0

STH-5193_CUST

1:8

1/2" NTP TRANSCRITICAL 
HELICAL SEPARATOR

M MALONE
02/03/12

SIZE/FORM MATERIAL

ISSUE ECN No ALTERATION BY DATE

PB01 PRE-BASELINE RELEASE 02/03/12MM

MMA 23/05/18658 WAS 638, 222 WAS 202, ADDED
 114 & 191 SIZES, 150 C WAS 130 C
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