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VESSEL PARAMETERS:
. PER CAT Ill VESSEL

. VOLUME: 30.78L
. CERTIFICATION: CE
UKCA

g~ WON =

6. APPROVED FOR USES WITH: HCFC, HFC, HFO, CO2, A2L & HC REFRIGERANTS &

. DESIGN PRESSURE: 31 BARG
. TEMPERATURE RANGE: -10°C to +130°C

3 EQUI-SPACED SLOTS
14.0 WIDE X 22.0 LONG
ON 388.5 PCD

21)

1/2" NPT CONN

(310)

ASSOCIATED OILS WHERE MATERIALLY COMPATIABLE

7. PAINT FINISH: BLUE

(39 )—=

1.1/8" ODS INLET
CONNECTION

GENERAL TOLERANCES

NO DECIMAL PLACES =+1.5
ONE DECIMAL PLACE =+1.0
TWO DECIMAL PLACES =+0.5

ALL DIMENSIONS IN mm

ANGULAR =+2°

ALL UNSPECIFIED
ANGLES SHALL BE 45°

1.1/8" ODS OUTLET

CONNECTION (476)
(@324) - : -
CONNECTION SIZE MATERIAL
1.1/8" ODS Steel
DESCRIPTION OF EQUIPMENT

Vertical Receiver
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